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EXAMPLE: 
Component Parts ( Small #) Are Included 
When Ordering The Assembly (Large #). 

FIG. PART NO. DESCRlPTlCN 
02-04-0648 
02-04-0045 

Ball Bearing 

02-04-0851 
Ball Bearing 

4 02-04-l 510 
Ball Bearing 

lz 
02-50-l 615 

Ball Bearing 

02-50-6455 
Needle Bearing 

: 
02-80-0110 

Needle Bearing 

9 
02:g:;;g 

Thrust Bearing 
Thrust Bearing 

:: 
06-65-3690 

5/l 6-18 Square Nut 
1/8x l/2 Groove Pin 

06-75-5835 5/16-i 8 x4-1/2” Hex Hd. Bolt 

:: 
06-82-7264 8-16 x 3/4’ Pan Hd. Slot. Plast. T-20 
06-82-7326 

15 
8-16 x 1” Pan Hd. Slot. Plast. T-20 

~&w&%X& 7-18 x 2” Pan Hd. Slot. Plast. T-20 

:; 
K50 x 35mm Pan Hd. Slot. T-20 

1 O-20-1 200 b i roduct Labe - Falcon 
18 10-20-1210 Rain Label 
19 22-84-0650 

;: 
12-20-O 120 

Fan Assembly 

16-l O-0660 
Service Nameplate Kit 
120 V Armature 

18-11-0140 120 V Field 
221&0800 Brush Service Kit 
22-20-0810 Brush Tube 
22-56-0640 
48-76-4008 

Pin Housing Assembly 

23-52’7 570 j 
8’ Quick ,-Lok Cord 
Bwyujs~hSprmng Assembly ” 23-66-2121 

z32 
28-28-2030 
30-37-0050 

% 
30-72-0100 
31-17-0230 Handle Rim 

31-40-0075 Gear Case 
31-44-1780 Ri 

Le 9 
ht Handle Half 

31-44-1785 
40 

t Handle Half 
31-50-0990 

d: 
31-56-0520 

Motor Housing 
Chuck Sleeve 

32-40-2230 
43 

Intermediate 
14-29-0050 

Gear 

:5” 
32-75-3370 

Intermediate Pinion Assembly 
Gear 

34-40-1215 : Spindle ,:j :. 

.,,,, C&Ring Q_Rjng ” ,j, .:: “Y :, 

,. 

:; 34.40422rJ 34-40-2450 : : .: :‘:~Ring~_::‘:: Q-Ring .: ‘. :. .,,, 48 34404225 ,’ 
../ 

: 

a:gO-zl 

40-50-8490 
42-70-5110 
42-76-0670 
42-76-0291 
42-90-0261 
4344.0930 42-96-0140 

Coupling 

p; 

xE&ng 
Chuck Collar 

Bearing Cup 
z;asket 

‘I Assembly 
wem bly 

62 

g 
65 
66 
67 
68 
% 

11) 

I '2j 

$!I 

5: 43-62-0841 ~1.4~49-0010 ,ShiftKnob Side Handls P 
5: 4 44-60-0530 Ground Pin 

14-60-l 156 Roller Pin 
76’ 1 4-09w30 ‘,, 

; 
Xl 

44-68-056 44-82-014 _ 

Piston Assembly 

:n 
;?gm - Cap 

._.I. 

79 44-94-0161 
: 45-34-0120 45-06-0560 

Depth Rod 
Oil Seal 
Socket 

z! 45-56-2591 45-88-8200 
Striker 
Thrust Washer 

85 Thrust Washer 

z 
:588-82g0 
4588-0310 

: 45-88-8320 45-88-8330 Tab :%: Washer 111 
23-i R-r-Ml 
1 

-88-8300 Washer 

0 _ ._ ___ 
4-46-5366 

Brush Service Kit 
Lubrication Service Kit 

MILWAUKEE ELECTRIC TOOL CORPORATION 
13135 W. LISBON RD., BROOKFIELD, WI 53005 



See “Spindle Assembly” - .29 (Bearing press dimension) 
LUBRICATION INSTRUCTlONS 
rype “K” Grease, No. 49-08-4161 
4pply a&9&B of grease to the following parts 
2s indicated: 

FIG. 
60 

33 
83 

76,82 

INSTRUCTlON 
Large I.D. of spindle, forward and 
rear bearing journals. 
Large I.D. of striker guide. 
Striker-all over. 
Inside and outside diameters of 
piston assembly, 
including I.D. of socket. 

78 All over ram, except rear face. 
44 Clutch face of spindle gear. 
65 Clutch face of clutch ring. 
59 Outside bearing journal of wobble 

shaft. 
34 Bearing bore and ball diameter of 

wobble plate. 
32 Armature and intermediate bearing 

bores of diaphragm. 
9 Square nut threads. 

15,46,50 O-rings. 

4pply athin of grease 
:o the following parts indicated: 

FIG. lNSTRUCTlON 
58 Apply over the length shown in the 

“Intermediate Shaft Assembly’. 
75 Roller Pins (This also to aid in 

assembly). 
47,4a O-rings. 

12.43.44 All gear and pinion teeth. 

ZAUTION: THERE IS TO BE NO GREASE IN 
THE CHAMBER BETWEEN THE 
PISTON AND RAM BEYOND THE 
THIN COATlNGS APPUED TO 
THE TWO PARTS AS 
DESCRIBED ABOVE. 

:Oil seal press dimension; 
Vote lip direction). 

_ .30 (Bearing press 
dimension). 

r 1.06 - 

78 

/ 80 

I 

Pre& Rush 
to insert. 

2’ / 76 3j 89 ii7 \ 53 61 7 

de “Shift Knob Assembly’ 

16 

Assemble bearing I 
with shield side out. See “Intemediate Shaft Assembly” 

Press flush to diaphragm. 

, ,, Press to bottom of hole. 

72 

w (2.17) * (Retaining ring location). 

64 86 88 
vu 

PISTON ASSEMBLY 

SPINDLE 

48’ 
51 56 34 

58 

42 
Lubrication Note: MILWAUKEE recommends that scheduled 
maintenance of the Falcon Rotary Hammer include lubrication 
replacement, and replacement of vital O-rings and gaskets at 
each carbon brush change. Doing so will prolong the life of the 
hammer by reducing wear to gears and mechanism parts. The 
carbon brushes and armature commutator in the MLWAUKEE 
Falcon Rotary Hammeraredesigned andmatched formany hours 
of reliable performance. The carbon brushes feature a unique 
pop-out feature which automatically shuts off the tool when the 
brushes are worn and need to be replaced. 

Pre-lube shaft, 58, over this length. 
(See lubrication instructions). 

INTERMEDIATE SHAFT ASSEMBLY 

NOTE: The intermediate pinion #43, wobble shaft #59 and intermedi- 
ate gear #42 are to be pressed flush to each other, so that the wobble 
shaft is still able to revolve freely -with ,005” max. axial play - on the 
intermediate shaft #58. 


