
BULLETIN NO. 

SERVICE PARTS LDST S-42-0356 

SEE OTHER SIDE 
OF BULLETIN 

NOTES 
Torque to 18-22 In./Lbs. 
Torque to 15-20 In./Lbs. 

8 
Torque to 3-5 InAbs. 
Place in motor housrng 
before inserting armature. 

308 Press on 
‘K 

on end with manufacturer ID. 

-38 
Press flus to casting surface. 
Press 1 l/64” from clutch face. 

15. 19.24 Seal towards armature. 
FIG. PART NO. 

* 1 06-82-7284 
* ; ;gl-4:2; 

* 4 23-94-8225 
* 5 22-20-0790 

6 22-16-0275 
Jr 7 23-52-1560 
* ; z-7z-7g; 

* 10 12-99-0850 
* 11 31-44-1700 
* 12 06-65-0825 

13 22-56-0456 
14 44-60-0530 
15 02-04-0645 

* 16 laii-0150 
* 17 16-10-0380 
* 18 22-84-0830 

19 02-04-0848 
20 06-82-7393 

* 21 44-76-0210 
* 22 22643180 
* 23 2a2ai960 

24 02-04-0645 
25 4536-l 280 
26 32-10-4045 
27 45-88-0712 
28 40-50-6600 
29 14-73-0250 
30 02-50-2400 
31 02-02-0130 
32 02-50-4225 
33 02-50-2410 
34 4s-aa7990 
35 32-4@1612 
36 36-66-4101 
;; ‘1;‘26 

DESCRIPTION OF PART ’ . NO. REQ. 
8-16x 3/4” Pan Hd. Sit. Plast. T-20 
Right Handle Half 
Speed Control Switch 
Ground Wire Assembly (Not Shown) 
Brush Tube 
Carbon Brush 
Brush Spring Assembly 
Bearing Cup 
Nameplate Screw 
Service Nameplate 
Left Handle Half 
l/8 x l/2 Groove Pin No. 5 
Terminal Block 
Ground Pin 

pgy v”$ Ii 
120 V: Armature 
Fan Assembly 
Ball Bearing 
7-18x2’ Pan Hd. Slt. Plastite T-20 
E;i E;tector 

Dia hragm 
BalfBearing 
S acer 
Clutch Gear Assembly 
Thrust Washer 
Separator Spring 
Clutch Shaft Assembly 
Needle Bearing 
Steel Ball 
Needle Roller Bearing, 
Needle Bearing 
Thrust Washer 
Intermediate Gear 
Intermediate Pinion Shaft 
Ball Bearing 
Gear Case Assembly 

FIG. PART NO. 
39 06-82-7344 
40 06-82-7440 
41 02-80-1210 
42 45-88-0510 
43 42-7MO16 

:4 zzz% 
46 02806020 
47 45-88-7150 
48 44904280 
24 tk2-66-O; 

51 14-08-0190 
52 10-79-3100 
53 42-16-0140 
54 42-76-0460 
;56 ;gEg; 

z :zzz 
* 59 42-70-5080 
* 60 06-82-7212 
2:; ;t4-g 

49-66-3016 

DESCRIPTfGN W PART NO. REG. 
7-18x1-1/2’ Pan Hd. Sk. Plast. T-20 
7-18x 2-112” Pan Hd. Stt. Plast. T-20 
Thrust Beanng 
~n~;;~r-rg Washer 

Retaining Ring 
Clutch spring 
Thrust Bearing 
Thrust Bearing Washer 
;jus;$jrrftRr”B 

oil Seal 
Clutch Housing Assembly 
Toque Setting Label 
Ad’ustment Band 
Adjustment Collar 
Locking Collar 
Compression Spring 
Spacer 
Retaining Ring 
Belt Clip 
4-20 x l/4” Pan Hd. Sit. Plastite T-10 
Remote Electronic Assembly 
Motor Housing Assembly 
5116’ Hex Socket 

FIG. LUBRlCATfON 

:: 
l-112 Oz. Type “E’ Grease, No. 49-08-4122. 
1116 Oz. Type “F” Grease, No. 49-08-4160 On Clutch Faces. 

41,$,50 Apply Small Amount of ‘F’ Grease, No. 49-08-4160. 
Apply Small Amount Of ‘F’ Grease, No. 49-08-4160 On Tabs, 

MILWAUKEE ELECTRIC TOOL CORPORATION 
13135 W. LISBON RD., BROOKFIELD, WI 53005 




